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iVECTOR fan convector

The iVECTOR is the first product of a new generation of intelligent fan convectors. It was specifically designed to combine all the benefits of a fan convector with a number of product features enabled by our latest, energy-efficient heating technology.

2-tube model
A system with 2-tube-iVECTORS is normally used for either heating or cooling purposes. For heating operation, the iVECTORS used in the system are simply connected to the heat source, such as a heating boiler or heat pump. For cooling operation, they must be connected to a chiller.

4-tube model
The 4-tube iVECTOR model has two tubes to be connected to the heat source and two more tubes to be connected to the chiller. This features allows them to improve living comfort in a building considerably. iVECTORS can be used for both heating and cooling at the same time in different parts of the same building, which is utterly convenient if one part of the building is located in the shadow while the other part is exposed to direct sunlight, for example with one side of the building pointing to the north and the other one to the south.

The main difference between the 2-tube and the 4-tube iVECTOR is that the
4-tube iVECTOR features 2 heat exchangers, one for heating and one for cooling.

The iVECTOR is manufactured according to the requirements of BS EN ISO 9001. The place of manufacture has been certified according to the BS EN IO 14001 environmental standard. All products are tested to ensure compliance with the European safety standards and carry the CE marking as well as any relevant national approval marks.
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Output:
The heat output was tested according to BS 4856, part 1 for heating systems as well as part 2 for cooling devices. The noise level was tested independently by ISO 3741-certified sound research laboratories.

Colour:
The iVECTOR is supplied in RAL 9016. 

Packaging:
The iVECTOR is packaged in a robust cardboard box specifically designed for delivering this product to your doorstep in perfect condition.

iVECTOR water connections: 
The water connections (3/4“ I.G.) are positioned on the left side. The tubing of the system can either be connected from below or at the back of the device.

All iVECTOR models operate with power supply from 100-230V, 50Hz with a 3A fuse.

Accessories:
Valve set
Condensate pump set 
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